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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

A.
DESCRIPTION (cont'd)
OC-n Point-to-Point Service, based on customer requirements, can be configured in any of the following ways:

OC-3
(
Three STS-1 (Synchronous Transport Signals) channels which each contain:

-
One DS3 that is STS-1 mapped;

-
Up to 28 DS1s that are VT-mapped;

-
An STS-1 channel without constraint to payload mapping when the STS-1 channel does not terminate via an Add/Drop Function to DS1 or DS3 services within the Company network;

(
A single concatenated STS-3C channel

OC-12
(
Twelve STS-1 channels which each contain:

-
One DS3 that is STS-1 mapped;

-
Up to 28 DS1s that are VT-mapped;

-
An STS-1 channel without constraint to payload mapping when the STS-1 channel does not terminate via an Add/Drop Function to DS1 or DS3 services within the Company network;

(
Four concatenated STS-3C channels;

(
From one to three STS-3C channels mixed with from three to nine STS-1 channels subject to utilization of the total OC-12 capacity;

(
A single concatenated STS-12C channel
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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

A.
DESCRIPTION (cont'd)
OC-48
(
Forty-eight STS-1 channels which each contain:

-
One DS3 that is STS-1 mapped;

-
Up to 28 DS1s that are VT-mapped;

-
An STS-1 channel without constraint to payload mapping when the STS-1 channel does not terminate via an Add/Drop Function to DS1 or DS3 services within the Company network;

(
Sixteen concatenated STS-3C channels;

-
From one to fifteen concatenated STS-3C channels mixed with from three to forty-five STS-1 channels subject to utilization of the total OC-48 capacity;

(
Four concatenated STS-12C channels;

-
From one to three concatenated STS-12C channels mixed with from twelve to thirty-six STS-1 channels subject to utilization of the total OC-48 capacity;

-
From one to three concatenated STS-12C channels mixed with from four to twelve concatenated STS-3C channels, also mixed with from three to thirty-three STS-1 channels subject to utilization of the total OC-48 capacity;

-
From one to three concatenated STS-12C channels mixed with from one to eleven concatenated STS-3C channels, also mixed with from three to thirty-three STS-1 channels subject to utilization of the total OC-48 capacity
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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

A.
DESCRIPTION (cont'd)
OC-192 (cont’d)

Four interleaved concatenated STS-48C channels:

· From one to three interleaved concatenated STS-48C channels mixed with from forty eight to one hundred and forty four STS-1 channels subject to utilization of the total STS-192 capacity;

· From one to three interleaved concatenated STS-48C channels mixed with from sixteen to forty eight STS-3c channels subject to utilization of the total STS-192 capacity;

· From one to three interleaved concatenated STS-48C channels mixed with from four to twelve STS-12c channels subject to utilization of the total STS-192 capacity;

· From one to three interleaved concatenated STS-48C channels mixed with from one to forty seven concatenated STS-3C channels, also mixed with from three to one hundred and forty one STS-1 channels subject to utilization of the total STS-192 capacity.

· From one to three interleaved concatenated STS-48C channels mixed with from one to eleven concatenated STS-12C channels, also mixed with from twelve to one hundred and thirty two STS-1 channels subject to utilization of the total STS-192 capacity.

· From one to three interleaved concatenated STS-48C channels mixed with from one to eleven concatenated STS-12C channels, also mixed with from four to forty four concatenated STS-3c channels subject to utilization of the total STS-192 capacity.

· From one to three interleaved concatenated STS-48C channels mixed with from one to eleven concatenated STS-12C channels, also mixed with from three to one hundred and twenty nine STS-1 channels subject to utilization of the total STS-192 capacity.

The customer is responsible via the ordering process to identify what STS signal configuration is to be contained in each OCN Point-to-Point service connection and each STS-1, STS-3 and/or STS-12 payload content.  This information is needed for routing and connection purposes in the network.
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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

D.
FEATURES (cont'd)
1.
Optional Features (cont'd)

Add/Drop Function

The OC-n Point-to-Point is able to add or drop lower level signals as shown in the matrix following.  The Add/Drop Function is offered at a circuit level.  For example, if a customer wants to drop one DS3 signal from an OC-12 service, they would pay one Add/Drop charge for the DS3, plus the OC-12 Add/Drop Multiplexing charge.

An OC-n Point-to-Point Service is only able to add or drop the services that have been identified by payload content (mapped) within the bandwidth.  DS1 mapped STS-1 signals are only able to connect to an DS1, and DS3 mapped STS-1 signals are only able to connect to an DS3.  If a change is required it may be accomplished by the customer's CPE or through the current asynchronous environment for multiplexing of DS3 and DS1 Services.  See Central Office (CO) Multiplexing for DS1 and DS3 Services.


	

	
	ADD/DROP Function
	

	
	
	DS1
	DS3
	OC-3
	OC-12
	OC-48


	

	
	OC-192
	No/1/
	Yes/2/
	Yes
	Yes
	yes
	(C)

	
	OC-48
	No/1/
	Yes
	Yes
	Yes
	n/a
	

	
	OC-12
	Yes
	Yes
	Yes
	N/A
	N/a
	(C)

	
	OC-3
	Yes
	Yes
	N/A
	N/A
	n/a
	

	/1/
To add/drop a DS1 from an OC-12 and/or OC-48, an intermediate step at either OC-3 or DS3 must be taken.  To add/drop a DS1 from an OC-192, an intermediate step at OC-48 must be taken.

/2/
Only the first 24 DS3s will be dropped directly off an OC-192, the 25th DS3 requires an OC-3, OC-12 or OC-48 subtended shelf.
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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

D.
FEATURES

1.
Optional Features (cont'd)

OC-n Point-to-Point Diversity

This option will provide the ability to protect a single circuit end‑to‑end, providing two completely diverse (or separate) paths through the Company’s network.  The circuit will have separate optical connections in the Central Office and between interoffice facility systems.  The two paths will be designed and provisioned separately such that neither path will follow the same routes, thus providing continued service should a network fault occur in one of the paths.  This feature requires the additional provision of 1+1 Protection with Route Survivability.

Point-to-Point Regenerator
Regenerators provide essential detection and retransmission of SONET Optical 2488.32 Mbps and 9953.28 Mbps signals between customer premises.  Regenerators will only be provided as required by the Company when actual fiber facility distances between customer designated premises and/or central office locations exceed design limits (typically 25 to 30 miles).  Regenerators will be located exclusively in Company central offices.

Shared Network Arrangement

A Shared Network Arrangement is available with OC‑n Point‑to‑Point Service.  Refer to Shared Network Arrangement in Part 15, Section 1.
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	5.
OC-n POINT-TO-POINT SERVICE (cont'd)

F.
PRICES (cont’d)

1.
Service Elements (cont’d)


	(D)

(D)

	
	Description /Billing Code/
	Nonrecurring

Charge
	Monthly Price
	

	
	Optional Features (cont'd)

Add/Drop Function
OC-3 Service

-
per DS3 Add or Drop /MXJBX/

-
per DS1 Add or Drop /MXJAX/

OC-12 Service

-
per OC-3 Add or Drop /MXJCX/

-
per DS3 Add or Drop /MXJBX/

OC-48 Service

-
per OC-12 Add or Drop /MXJEX/

-
per OC-3 Add or Drop /MXJCX/

-
per DS3 Add or Drop /MXJBX/

OC-192 Service

-
per OC-48 Add or Drop /MXJFX/

-
per OC-12 Add or Drop /MXJEX/

-
per OC-3 Add or Drop /MXJCX/

1+1 Protection

-
per Local Distribution Channel

OC-3/OC-3c /P8T/

OC-12/OC-12c /P8T/

OC-48/OC-48c /P8T/

OC-192/OC-192c /P8T/


	
	$  120.00

50.00

150.00

120.00

375.00

150.00

120.00

900.00

375.00

150.00

57.00

250.00

1,175.00

5,400.00
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

B.
DEFINITIONS (cont’d)
Ethernet over SONET (EoS)

EoS allows the efficient transport of Ethernet frames using SONET.  Ethernet ports will be available in bandwidths up to the Ethernet interface of 100 Mbps or 1 Gbps on an OC-n Dedicated Ring Service.  As SONET bandwidths will be preset, the customer will be unable to transmit data beyond these preset SONET bandwidths.

Flex Ring 

Denotes a feature which will provide multiple rings at various bandwidth levels (i.e. OC-12 and OC-48) in a single shelf.  To increase bandwidth, a second high-speed card can be provisioned or a card with higher optics can be provisioned on the same shelf. When customers opt to purchase Dedicated Ring Services, the customer owns 100% of the available bandwidth within the ring. Although multiple rings can be provisioned off the shelf, all rings will be owned by the same customer.

/1/
Material formerly appeared on 6th Revised Sheet 72 in this Section.


	/1/
/1/
(N)
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

C.
TERMS AND CONDITIONS (cont’d)

5.
Re-Map node ports must be ordered in incremental blocks as described below:


	

	
	
	DS1
	DS3
	OC-3
OC-3c
	OC-12
OC-12c
	OC-48

OC-48c
	(N)

	
	OC-3 Ring
	28, 56 or 84 (multiples
of 28)


	1, 2
or 3
	N/A
	N/A
	N/A
	

	
	OC-12 Ring
	28, 56 or 84 (multiples
of 28)


	3, 6, 9 or 12
	1, 2, 3 or 4
	N/A
	N/A
	

	
	OC-48 Ring
	28, 56 or 84 (multiples
of 28)


	3, 6, 9 … or 48
	1, 2, 3 … or 16
	1, 2, 3 or 4
	N/A
	

	
	OC-192 Ring
	28, 56 or 84 (multiples
of 28)/1/

	3, 6, 9 … or 192
	1, 2, 3 … or 64
	1, 2, 3 … or 16
	1, 2, 3 or 4
	
(N)

	6. An OC-48 or OC-192 ring utilizing Re-Map requires an OC-12, OC-3, EC-1 or DS3 Re-Map port.  DS1 Re-Map Add/Drop Capability is needed if DS1 drops are required at the Re-Map node.  (An OC-3 or OC-3c Re-Map port and DS1 Re-Map O/E Add/Drop Capability supports up to 84 DS1s)  
7.
When provisioning a Re-Map node, either 28 DS1 Re-Map ports or 1 DS3 or EC-1 Re-Map port will be the minimum required.

8.
The emergency Re-Map activation configuration will be maintained for up to 30 days.  After 30 days, if the customer wishes to continue the use of the remapped configuration, the emergency activation NRC will be applied once for each 30 day additional period.

/1/
DS1 Ports will be provided via a subtended OC-3 or OC-12 shelf.
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

F.
PRICES (cont'd)

1.
Service Elements (cont'd)


	

	
	
	Monthly Payment
	
	

	
	
	Term Payment Plans
	
	

	
	Description /Billing Code/
	36 Months
	60 Months
	Monthly Extension
	

	
	EoS Ports - per node: (cont'd)

1 Gbps Ethernet (STS-12c) at OC‑192 node /S9TRX/

1 Gbps Ethernet (STS-24c) at 
OC-192 node /S9TSX/

Nonrecurring Charges for subsequent installation

-
per port type

100 Mbps Ethernet /NRBY4/

1 Gbps Ethernet /NRBY5/


	$600.00

900.00

385.00

425.00
	$500.00

850.00

385.00

425.00
	$  875.00

1,500.00

385.00

425.00
	(T)
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