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	6.
OC-n DEDICATED RING SERVICE

A.
DESCRIPTION
OC-n Dedicated Ring Service provides a customer a dedicated custom network.  The network is in a ring architecture designed to provide increased reliability and functionality connecting multiple customer-designated locations and specified Company wire centers via self healing network designs.  Dedicated Ring will provide 50-millisecond protection switching after fault detection to assure 100 percent availability of the services on the ring.  (See Section F, Paragraph 4 following for information regarding credit allowances for service interruptions.)

OC-n Dedicated Ring Service is an alternative to OC‑n Point-to-Point Service between multiple customer locations.
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

A.
DESCRIPTION (cont'd)
Dedicated Ring Configuration

· Nodes

The ring will provide connectivity to multiple customer-designated locations (nodes).  However, a ring must have a minimum of two nodes, excluding sub-ring nodes.  At least one node must be a Company wire center node.  A maximum of 16 nodes including regenerators will be allowed per ring.

The Company reserves the right to determine the order of the nodes on the ring.

When a customer premises node is located in the same building as a wire center node, diversity between the two nodes may not be available.

If a customer co-locates two customer premises nodes of the same speed, on the same dedicated ring, on the same premises, the additional node will be billed as an “additional node”.  This option does not provide diversity between these two co-located nodes and the rest of the ring.

The customer will be billed time and material for any additional charges incurred by the Company in locating Company equipment at the customer premises.
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

A.
DESCRIPTION (cont'd)
Dedicated Ring Configuration (cont'd)

· Dedicated Ring Connection Capacity

Maximum transport capacity of OC-n Dedicated Ring Service is characterized by the total quantity of individual port-to-port connections allowed between all nodes on the ring.

For OC-3 Dedicated Ring Service, the maximum ring capacity will be equal to one of the following combinations:


	(T)

(T)
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	DS3 Port to DS3 Port

Connections
	DS1 Port to DS1 Port

Connections
	

	
	Three      and
	None
	

	
	Two      and
	Up to 28
	

	
	One      and
	Up to 56
	

	
	None      and
	Up to 84
	

	An OC-3 sub-ring provided as part of OC-12 or OC-48 Dedicated Ring Service has a maximum capacity equal to one of the above combinations.

For OC-3 Dedicated Ring Service and OC-3 sub-rings as part of OC-12 or OC-48 Dedicated Ring Service, individual DS1 port-to-DS1 port and DS3 port-to-DS3 port connections capacities may be incrementally distributed between nodes on the ring in any manner.
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

A.
DESCRIPTION (cont’d)

Dedicated Ring Configuration (cont'd)

· Dedicated Ring Connection Capacity (cont'd)

For OC-12 Dedicated Ring Service, the maximum ring capacity will be equal to one of the following combinations:


	(T)

(T)

	
	DS3 Port to DS3 Port

Connections
	DS1 Port to DS1 Port

Connections
	

	
	Twelve      and

Eleven      and

Ten      and

Nine      and

Eight      and

Seven      and

Six      and

Five      and

Four      and

Three      and

Two      and

One      and

None      and
	None

One group of 28 (28)

Two groups of 28 (56)

Three groups of 28 (84)

Four groups of 28 (112)

Five groups of 28 (140)

Six groups of 28 (168)

Seven groups of 28 (196)

Eight groups of 28 (224)

Nine groups of 28 (252)

Ten groups of 28 (280)

Eleven groups of 28 (308)

Twelve groups of 28 (336)
	

	An OC-12 sub-ring provided as part of OC-48 Dedicated Ring Service has a maximum capacity equal to one of the above combinations.
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	6.
OC-n DEDICATED RING SERVICE (cont'd)

A.
DESCRIPTION (cont’d)

Dedicated Ring Configuration (cont'd)

· Dedicated Ring Connection Capacity (cont'd)

For OC-12 Dedicated Ring Service and OC-12 sub-rings as part of OC-48 Dedicated Ring Service, individual DS1 port-to-DS1 port (and DS3 port-to-DS3 port) connection capacities may be incrementally distributed between nodes on the ring in any manner.

For OC-12 Dedicated Ring Service using OC-12 Direct Drop Nodes, the maximum ring capacity will be up to 84 DS1 port-to-port connections, together with up to 9 DS3 port-to-port connections, or equivalent.  Individual DS1 port-to-port connections up to a total of 84 may be incrementally distributed between OC-12 Direct Drop Nodes on the ring in any manner.

OC-12 Dedicated Ring Service will also provide capability for node-to-node connection of STS-1 or STS-3C channels using OC-3 or OC-3c ports on the OC-12 ring.  Each STS-1 to STS-1 channel connection or STS-1 channel to DS3 port connection requested by the customer will reduce the remaining ring capacity by the equivalent of one DS3 port-to-DS3 port connection or 28 DS1 port-to-DS1 port connections.

Each STS-3C to STS-3C channel connection requested by the customer will reduce the remaining ring capacity by the equivalent of three DS3 port-to-DS3 port connections or 84 DS1 port-to-DS1 port connections.

An OC-3 Sub-ring provided as part of an OC-12 Dedicated Ring Service reduces the remaining OC-12 ring capacity by the equivalent of three DS3 port-to-DS3 port connections or 84 DS1 port-to-DS1 port connections.
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