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OPSB Staff Report of Investigation 

CaseNo.: 12-650-GA-BLN 

Project: Columbus HP Casing Project 

Applicant: Columbia Gas of Ohio, Inc. 

'TJ 
Report Date: April 9, 2012 
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Automatic Approval Date: April 17,2012 ^-^ 
o 

Waiver Requests: None 

Inspection Date(s): March 29, 2012 '̂-

Staff Assigned: E. Steele, D. Rostofer 

Summary of Staff Recommendations (see report text for discussion): 
Application: [ ] Approval [ ] Disapproval [X] Approval with Conditions 
Waiver: [ ] Approval [ ] Disapproval [X] Not Applicable 

Summary of Staff Recommended Conditions (see report text for discussion): 

• Prior to construction, the Applicant shall obtain and comply with all applicable permits and 
authorizations as required by Federal, State and local entities for any activities where such 
permit or authorization is required. Copies of such permits shall be provided to Staff. 

• The Applicant shall have a frac-out plan. Prior to construction, the Applicant shall submit a 
frac-out contingency plan to Staff, for review and confirmation that it complies with this 
condition, that addresses potential impacts related to any horizontal directional drilling (HDD) 
activity including but not limited to the protection of sensitive cultural and environmental 
resources 

• The Applicant shall remove or trim suitable Indiana bat summer roosting habitat trees 
between September 30 and April 1. If the Applicant must cut suitable summer roosting habitat 
during the summer months of April 2 to September 29, then the Applicant must conduct 
appropriate surveys (mist net) during May or June to establish whether the Indiana bat is 
present within the survey area and provide the results to OPSB staff and ODNR in 
coordination with the USFWS for review and approval prior to cutting. 

• The Applicant will institute a public information program that informs affected property 
owners of the nature of the project, specific contact information for Applicant personnel who 
are familiar with the project, the proposed timeframe for project construction, and a schedule 
for restoration activities. Notification to property owners shall be given at least thirty (30) 
days prior to work on the affected property. 
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• The Applicant will repair any damage to driveways, lawns, fences and drainage ditch areas as 
a result of this project upon completion of construction. 

• The Applicant will work with the County Engineer to repair and/or restore drainage culverts 
that are affected by the construction. 

• The Applicant will coordinate all traffic related issues with the appropriate entities to ensure 
that traffic will be maintained along public roadways and private drives during construction. 

• The Applicant will utilize Best Management Practices when working in the vicinity of 
environmentally sensitive areas. 

Projected Docket Closure Date (if automatically approved): November 1, 2014 

Investigation Report 

Project Description: Columbia Gas of Ohio will be installing 800 feet of 20-inch, 8,000 feet of 12-
inch and 400 feet of 24-inch coated steel high pressure gas main between Limestone Way and Trabue 
Road and near Agler Road and State Route 62 in Columbus, OH. This project is a system betterment 
project that will remove shorted casing pipe and upgrade pipe in the adjacent area. 

Site Description: The project area is located from the intersection of Dublin Road and Limestone 
Way, west in a private easement to Wilson Road, south along Wilson Road, then east along Trabue 
Road. In addition, a second portion of the project is located between Agler Road and US 62 in 
Columbus, Franklin County, OH. 

Discussion/Comments/Concerns: A portion of this project will be installed in the back yard of some 
homeowners. It will involve removing some fencing and disturbing the yards of the homeowners. 
These affected homeowners must be notified at least 30 days prior to construction. In addition, 
repairs must be made to all driveways, lawns, fences, and drainage ditches that are affected during 
this project. 


