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Nancy Pierce 

Staff Interrogatories – Initial Set 
 

Question 1: In section G.4.1.b the panels are listed as having 240 watts. But in section 1.1 the panels are 
listed as 245 watts. Which is correct?  
 
Answer 1: <insert answer here>  
 
245 Watts 

Question 2:  In section H you list 1/17/13 as the projected placed‐in‐service date. Is the facility online 
now? If so, what was the placed‐in‐service date?   

Answer 2: <insert answer here>  

The facility is on line now.  It was connected to the grid on 01/25/2013.  

Question 3: In section I.1 the Unit nameplate capacity MW was listed as 0.000245. And the number of 
units is listed as 12.  
 
12 x 0.000245 MW = 0.00294 MW for the whole facility. Generating units that use the same meter 
should be considered one unit. What is the correct unit nameplate capacity (MW) if the system is 
considered one unit?    
 
Answer 3: <insert answer here> 
 
.00294 MW 
 
Question 4: In section N you have two meters.  The meter with serial number 84880918 seems to be the 
net meter while the meter with the serial number 84881045 seems to be the solar production meter. Is 
this correct? If this is correct you should use the 84881045 meter to report production data to GATS. 
The meter used to report to GATS is the meter about which we are concerned with. 
 
Answer 4: <insert answer here>   
 
Battery backup systems utilizing battery based inverters, with protected loads panels and grid feed, 
require two meters to measure solar production.   This is because there are two ways PV produced 
electricity can be drawn from the system. 
 
In this case, meter # 84 881 045 measures the loads consumed by the protected loads panel.  All power 
that comes through the inverter to this panel, whether produced from PV or supplied by the grid, 
registers through this meter. 
 
Meter #84 880 918 is located between the inverter and the utility service disconnect.  This meter 
registers power that is either sold to the utility or purchased from the utility.  The meter is a two way 
meter. 



 
The inverter can purchase power to supply the protected loads panel when solar is not available or can 
sell power back to the grid when excess power is available.   
 
I have been involved in many systems selling S‐RECs that are hooked up this way, using the two meters.  
The way power production is calculated is to take the reading from the protected loads meter and add it 
to the reading from the utility buy / sell meter.   
 
If the reading on the utility buy / sell meter is negative, it will deduct from the reading from the 
protected loads panel meter.  If the reading is positive, the readings from the meters will be additive. 
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